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•	11 sizes available

•	�360° rotation in a compact design 
for optimum positioning and pre-
cise handling

•	Wide slewing ring bearing

•	�Reverse mounted and fully protec-
ted cylinders 

•	�Interchangeable and reversible re-
inforcement blades

•	�Large jaw opening and crushing 
area for unrivalled productivity

•	�The tooth plate fastening system 
makes on-site replacement even 
easier (from VM-12ER)

•	�A high flow speed valve achieves 
the faster cycle time (from VM-16ER)

•	�The hydraulics are easily accessible 
thanks to bolted service covers

Features and benefits

Demolition Pulveriser
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ROUND
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75 360 180 ~ 23035 12200

95

130

140

180

360 250 ~ 300
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360 500 ~ 700

40 12

45 12

45 12

50 12
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110 360 300 ~ 35040 12200

30 360 50 ~ 9020 1285

48 360 90 ~ 12025 12150

40 360 70 ~ 11020 1285
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110 ~ 160
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30
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5 ~ 15 28

5 ~ 15 35

5 ~ 15 35

15 ~ 25

10 ~ 20

35

35

15 ~ 25 35

15 ~ 25 35
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60 ~ 70 35

80 ~ 90 35

50 ~ 60 35
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Demolition Pulveriser

Demolition Pulveriser

Thanks to their straight-line design, 
the VM series rotating demolition 
pulverisers are ideal for primary de-
molition and secondary crushing of 
non-reinforced and reinforced con-
crete structures. For excavators from 
4 to 110 tons.
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PRODUCT-
WEIGHT

CARRIER 
WEIGHT CLASS

1)

LENGTH
(A)

JAW 
OPENING (B)

JAW 
DEPTH (C)

JAW WIDTH
UNDER (D)

JAW WIDTH
UP(E)MODEL

VM-19ER 290208018 ~ 27 7852195 840 454

VM-25ER

VM-42ER

VM-60ER

VM-80ER

290

350

350

510

2600

4515

5600

8200

25 ~ 36

40 ~ 55

50 ~ 90

75 ~ 110

920

1155

1275

1520

2585

3095

3415

3820

940

1140

1280

1435

454

540

540

730

VM-32ER 314340032 ~ 45 10102735 1040 490

VM-7ER 1704404 ~ 7 4601370 430 280

VM-12ER 22598511 ~ 15 6201830 590 350

VM-10ER 2057006 ~ 12 5401530 510 300

VM-16ER

VM-15ER

260

260

1640

1310

16 ~ 20

12 ~ 18

680

630

2130

1925

720

670

404

404
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Technical data
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